G GEKA

LED WARNING PANEL SETS

State of the art LED-technology mounted on hot-dip galvanized steel sheets, stainless steel, plastic or
aluminium. All warning panels clear every regulatory requirement including type-examinations, DIN,
TP ESC and now also the E1 approval from ECE70.01 Class 5.
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LED warning panel set (left, right), one-sided 462x283mm.
LED backlight "AGRI" (BBS16LEDA) with indicator control

function, GEKA connector IP67.
Main connector cable 6,5m with 7-pol connector. 5%85232%

LED warning panel set (left, right), two-sided 462x283mm.
LED backlight "AGRI" (BBS16LEDA) with indicator control
function, positioning light (PL16), GEKA connector IP67.
Main connector cable 6,5m with 7-pol connector.

LED warning panel set (left, right), one-sided 423x423mm.
LED backlight "AGRI" (BBS16LEDA) with indicator control

function, GEKA connector IP67.
Main connector cable 6,5m with 7-pol connector. A 06021

LED warning panel set (left, right), two-sided 423x423mm.
LED backlight "AGRI" (BBS16LEDA) with indicator control
function, positioning light (PL16), GEKA connector IP67.
Main connector cable 6,5m with 7-pol connector.

LED warning panel set (left, right), one-sided 462x283mm
with front positioning light (PL16), GEKA connector IP67.
Main connector cable 6,5m with 7-pol connector.
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LED warning panel set (left, right), one-sided 462x283mm.
LED backlight "OCTAGON" (BBS17LEDA) with indicator
control function, GEKA connector IP67.

Main connector cable 6,5m with 7-pol connector.
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LED warning panel set (left, right), two-sided 462x283mm.
LED backlight "OCTAGON" (BBS17LEDA) with indicator
control function, positioning light (PL16), GEKA connector
IP67. Main connector cable 6,5m with 7-pol connector.

LED warning panel set (left, right), one-sided 423x423mm.
LED backlight "OCTAGON" (BBS17LEDA) with indicator
control function, GEKA connector IP67.

Main connector cable 6,5m with 7-pol connector.

LED warning panel set (left, right), two-sided 423x423mm.
LED backlight "OCTAGON" (BBS17LEDA) with indicator

control fl.mctlon, positioning light (F"L16), GEKA connector
IP67. Main connector cable 6,5m with 7-pol connector. 014924

LED warning panel set (left, right), one-sided 462x283mm.

LED front lights including indicator- and positioning light

"OCTAGON" (BP17LEDA) with indicator control function,

GEI$A connector IP67. .
Main connector cable 6,5m with 7-pol connector. 014924

LED warning panel set (left, right), two-sided 462x283mm.

LED front lights including indicator- and positioning light

"OCTAGON" (BP17LEDA) and indicator-, breaking- und

rear positioning light "OCTAGON" (BBS17LEDA) with

indicator control function, GEKA connector IP67.
Main connector cable 6,5m with 7-pol connector.
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